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Product description

Fact sheet • Compact screw driver with adjustable clutch for 
professional use in wood- & metalworking sectors

• Simple torque adjustment on the outer adjusting ring 
allows for flexible working

• Bit reception for simple tool changes 

• No over-tightening or breaking of screws, the 
adjustable clutch prevents over-tightening and screws 
breaking

Less working fatigue due to ergonomic shape and light 
weight composite housing of 1,1 kg

Technical Data D322681

Torque 3 - 8 Nm

Max. pressure 6,3 bar

Air consumption 8 l/s

Speed 1800 min-1

Weight 1,1 kg

Noise level 87 dB(A)

Vibration level 0,2 m/s²

Hose diameter 10 mm

Dimension (W x D x H) 210 x 43 x 150 mm

Stand 27.07.2017



19.06.2017,  Seite 2DM-P / albw www.schneider-druckluft.com

Screwdriver DRS 1800-8 P 
D322681
Product information sheet

Further information

Scope of delivery Manual, 

Warranty - 12 months for professional industrial use
- 24 months for private use only
- 36 months if registered online

Simple torque adjustment 
on the outer adjusting ring 
allows for flexible working

Less work fatigue due 
to ergonomic shape and 
light weight composite 
housing of 1,1 kg

Bit reception 
for simple tool changes

User friendly 
operation 
Due to sensitive 
controllable trigger 
and narrow left - right 
switch 


